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Anchoring your Lewis Winch
with your Trailer-Hitch Mount...

...to your vehicle

Your Lewis Winch Trailer-Hitch Mount has a unique
quick-connect Lock-Pin to attach to your Lewis
Winch…no tools required!

It also comes with a Retainer Pin to ensure that your
Lewis Winch and chainsaw stay in place in case you
need to move your vehicle.

Insert Lewis Winch Trailer-Hitch Mount into any vehicle
or trailer fitted with a 2” receiver-hitch and secure with
5/8” hitch pin (not included). Position your Lewis Winch
over the lock-pin hole and drop into place.

Slide the winch forward until the B409 Anchor Shackle
on the bottom of the Lewis Winch slides over lock- pin,
securing your Lewis Winch to the Trailer Hitch Mount.
Insert supplied Retainer Pin.

Since the winch can swivel on the Trailer Hitch Mount,
it is the ideal way to easily wind your cable evenly on
the spool.
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...or to your Lewis Winch Ground Anchor:

Insert your Lewis Winch Trailer-Hitch Mount into the back of the Ground Anchor and then secure with
the Lock-Pin. Insert pin into appropriate hole depending on soil conditions. Higher holes work best for
softer ground.

If the ground is soft, you can push the Anchor in by hand. In firmer soil use an axe or sledge hammer
to pound on the pound-button on the back of the anchor until it is imbedded deep enough to sit solid.

Attach the winch and chainsaw assembly on the Trailer Hitch Mount as instructed above. Spool out
cable and attach to load.

Start up motor and carefully bump throttle while pushing down with your foot on the back of the
Trailer Hitch Mount. Once the Anchor is embedded enough that the load starts to move 
then you can open up the throttle and pull the load in.
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Accessories & Anchoring Systems

Parts
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N1002 3” Snatch Block 1.5 ton

N1003 5”  Snatch Block  4.5 ton

N1008 3/16”  Aircraft Cable 150ft with hook

N1009 1/8” Aircraft Cable 250ft with hook

N1010 Tree-saver Belt 6ft  8,000 lbs

N1011 Peavey Hook with Shackle

N1012 Trailer-Hitch Mount NEW STYLE c/w Lock

N1013 Ground Anchor

ITEM PART DESCRIPTION

1 A400 Brake Drum

2 A401 Brake Handle (complete)

3 B402 Bearing

4 B403 Drum Housing c/w Gearbox (1 casting)

4A B403A Main Handle

5 B404 Cable Drum

6 B404A Retainer Pins (2)

7 B406 Drum Shaft (predrilled)

7 o/s B406 o/s Drum Shaft (old style)

8 o/s B407 o/s Key (for older type winch)

8 B407 Retainer Pin (1)

8A B407A Hardened Dowel Pin (for clutch)

9 B408 Snap Ring (1)

10 B409 Shackle & Bolt c/w Locknut

10A B409A Cable Roller & Bolt c/w Locknut

10B B409B Hardened Shoulder Bolt c/w Locknuts (2)

11 C409 40 Pitch Chain c/w Connector

12 C500 Chain Guard

13 C501 Bolt c/w Spacers (2)

14 D502 Clutch c/w Handle (for new sprocket #15)

15 D503 Sprocket with 6 Holes (for clutch units 2003 & later)

15A D503A Bronze Bushing

17 E504B Adaptor

18 E504C * Rim Sprocket 3/8” Pitch

19 OBSOLETE See Item 4

20 E506 Bearing

20A E506A Oil Seal for input shaft (units 2004 & later)

21 E507 Bearing

22 E508 Bearing

23 E509 Gear 2nd shaft large

24 E600 Gear 3rd  shaft large

25 E601 Gear 1st shaft small (input shaft)

25 o/s E601 o/s Gear 1st shaft small (input shaft)

26 E602 Gear 2nd shaft small

27 E603 Key (for older type winch)

28 E604 Gearbox cover

29 E605 Gasket9



Parts (continued)
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ITEM PART DESCRIPTION

30 E605A Socket head cap screws 1/4” (6)

30A E605B 1/4” Star Lock washer (6)

31 F606 Bearing

32 F607 Bearing

33 F608 Bearing

34 G700 Shaft gear box (output shaft)

34A G609 Key (2)

35 H702 Sprocket 40 pitch

36 L900 Yoke c/w bolts

37 L901 * Bar adaptor (mounting bar)

37A L901A Universal Adaptor Kit c/w Sprocket Bar & Chain

37B L901B Universal Bar Adaptor Stud Reducer

38 L902 * Cutterless chain 3/8” pitch c/w connector

39 L903 Fairlead

40 L904 Drain plug

*  included in L901A Universal Adaptor Kit

Direct Adaptors

ITEM PART DESCRIPTION

42 L906 Direct Drive Adaptor Kit 4 pcs c/w 3 screws

L906A 3/16” Spacer for Adaptor Kit c/w 3 longer screws

L906B 7 tooth Mini Spline Adaptor for small Stihl saw

L906D 6 tooth Adaptor for electric saw & small Stihl

L906E * Master Adaptor for Lewis Winch 1/2” thick w 3 screws

L906F * 7 tooth Standard Spline Adaptor

L906G * 7 tooth spur adaptor 3/8” pitch

L906H * 7 tooth Small Spline Adaptor

L906J * 3 adaptor screws (std length)

L906M Special 1 pc Adaptor 1” long std spline to 8 tooth .325

*  included in L906 Direct Adaptor Kit

Another product 
from the makers

of the

PORTABLE 
CHAINSAW 

DRILL

Earth, Ice and Wood
The little drill that could

www.LewisMultiDrill.com DRILL  FITS  ALL  CHAINSAWS



315 A Levi Street
New Westminster, B.C.

Canada V3M 4N4

Telephone: (604) 524-6863
Fax: (604) 524-6861

Toll-Free Phone:
1-877-906-7711

info@LewisWinch.com
www.LewisWinch.com

WARRANTY
If your Lewis Winch fails to operate 

properly due to a manufacturing defect 
within one year of purchase, 

please return it freight pre-paid, 
with a clear copy of your sales receipt.

We will refurbish your Lewis Winch 
or supply you with a new one 

and ship it back to you, 
at no charge.

NO QUESTIONS ASKED!

SAFETY FIRST
• Wear gloves, eye and ear protection

• Do not operate this unit while under
the influence of alcohol or drugs

• Use additional safety restraint
when pulling rolling loads

• Maximum rated capacity 4,000 lbs or
8,000 lbs using a Snatch Block

Anchor Your
Lewis Winch...

TREE-SAVER BELT

TRAILER-HITCH MOUNT

...to a vehicle

PEAVEY HOOK

...to a stump

GROUND ANCHOR

...to a tree

...to the ground

Watch Instructional Videos
on our website

www.LewisWinch.com
8000 Pounds of
pulling power using
ONE Lewis Winch
Snatch Block!

Working Load:
Large 4 1⁄2 Ton
Small 1 1⁄2 Ton

For longer but lighter
pulls, use the Lewis
Winch 1/8” x 250 ft
Aircraft Cable & Hook.
2,000 Lb max load.

European Union
Approved


